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Characteristics
3.50mm  3.50mmSMTLED, 3.0mm thickness.
3.50 3.50 , 3.0
Luminous color and colloid :850NM/ colloid transparent.
:850NM/
Package:800pcs/reel
800 /
Features

Small size, small heat, high light efficiency, low light decay.

Fast reaction speed, long life, a variety of colors to choose.

Suitable for SMT assembly and welding processes.
SMT

Environmental protection process meets ROHS environmental requirements.
ROHS

Package Dimension

Recommend Soldering Pad

Notes

1. All dimensions are in millimeters (inches);

( ) www . taixingled.com

2. Tolerances are 0.1mm 0.004inch unless otherwise noted.
0.1mm0.004
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Absolute maximum ratings (TA=257C) (TA=25 )
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Typical Optical Characteristics Curves
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Reflow Profile
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1. Don’t cause stress to the epoxy resin while it is exposed to high temperature.

2. Number of reflow process shall be 2 times or less.
2

WSoldering iron

Basic spec is < 5sec when 320°C (+20°C). If temperature is higher, time should be shorter (+10°C > -1sec).

Power dissipation of iron should be smaller than 20W, and temperatures should be controllable .Surface
temperature of the device should be under 350°C

320 (20 ) 5 10 -1 ) 20
350

MRework & T.

1. Customer must finish rework within 5 sec under 340°C. 340 5
2. The head of iron cannot touch copper foil -
3. Twin-head type is preferred. . www . taixingled.com
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B Avoid rubbing or scraping the resin by any object, during high temperature, for example reflow solder etc.

Handling precautions 1 F
1.Drive Method.,
A LED is a current-operated device. In order to ensure intensity uniformity on multiple LEDs connected in parallel in

an application, it is recommended that a current limiting resistor be incorporated in the drive circuit, in series with
each LED as shown in Circuit below.  LED LED

LED

RESISTOR LED

—
— |

PP
)

2. Storage

2.1 Do not open moisture proof bag before the products are ready to use.

2.2 Before opening the package: The LEDs should be kept at 30°C or less and 60% RH or less.
:led 30 60%RH
2.3 After the package is opened, the products should be used within a week or they should be keeping to store
at=20 R.H. with zip-lock sealed.
< 20R.H.

3. Baking

It is recommended to baking before soldering when the pack is unsealed after 72hrs. The Conditions are as

followings: 72
3.1 60+3°C x(12~24hrs) and <<5%RH, taped reel type

3.2 100+3°C x (45min~1hr), bulk type

3.3130+3C x (15~30min), bulk type
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Test items and results of reliability

Test Item Test Conditions Standard Test Method Note Nu?gstir of
Reflow Soldering Ta=260+5C,Time=10+2S JB/T 10845-2008 3times 0/22
) -40+5°C 30+1min
Temperature Cycling T™->(25C/5+1min){, GB/T 2423.22-2012 100cycles 0/22
100+5°C 30+1min
High Humidity High Temp. .
. Ta=85+5C,(%)=85+5%RH| GB/T 2423.3-2006 1000hrs 0/22
Storage Life
High Temperature . )
) Ta=10045°C,non-operating | GB/T 2423.2-2008 1000hrs 0/22
Storage Life
Low Temperature .
Ta=-40+5°C,non-operating GB/T 2423.1-2008 1000hrs 0/22

Storage Life

) Ta=2645°C,@400mA,
Life Test -- 1000hrs 0/22
U(%)=25%RH~55%RH

Low Temperature

. . a=-20+5C,@400mA, GB/T 2423.1-2008 1000hrs 0/22
Operating Life
Notes
1. The tolerance of luminous intensity (Iv )is +15% . (Iv) + 15%
2. The tolerance of dominant wavelength is £2nm. + 2nm
3. The tolerance of Voltage is+0.1V. + 0.1v www.taixingled.com

4. This specification is a standard specification of our factory, can make in accordance with customer's special
requirement.
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Series SMD Chip LED Lamps Packaging Specifications led

® Feeding Direction 4575 [

o 0 RMMUH5 RIMEQABDANDILQI -A3+ (i°iNb  www.taixingled.com

= ), \/‘

$OP IQXP P RMMUH SRR EDJ " FMBEDQV / CEG®

1. Empty component pockets are sealed with top cover tape;B[ ;
2. The maximum number of missing lamps is two; 2
3.8,00pcs/Reel. s@pE/ .
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Series Chip LED Lamps Packaging Specifications led

®  Transportation Packing

Moisture-proof bag
\

Desiccant

Humdity indicator
N\

0oy~

Lable

Maximums
fourinside boxes \

Maximums
ten reels

(5
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